
Feature: high load capacity, excellent wear  resistance with lower friction, 
high level thermal conductivity , minimum overall dimensions, chemical 
resistance. T ypical application: widely applied in hoisting machines and 
other construction machines, automobiles,  tractors, trucks, machines 
tools and mineral engines

VSB22G

BRONZE WITH GRAPHITE WRAPPED BEARING

 
Density

2 470 N/mm

90~120 HB

40%
 

Pressure resistance strength

 
Coefficient of heat conduction

 
Hardness

 
Elongation

Linear expansion coefficient

 
Alloy material

3 8.3 g/cm

 58 W/m.K

-6 18.5x10 /K

CuSn8P

 (Tel) 0086 573-84662 058  (Website) www.viiplus.com

VSB22

29

VSB22

,

The bearing is wrapped of a cold form able homogenous bronze , which will 
obtain exceptional material  properties. The standard bearing is fitted with 
diamond shaped lubrication indents on the bearing surface. These indents 
serve as lubricant reservoirs to rapidly build up a lubrication film in the 
start movement and there with reduce the start friction. Typical application: 
widely applied in hoisting machines and other construction machines,  
automobiles, tractor, trucks,  machines tools and some mineral engines.

BRONZE WRAPPED BEARINGS

 
Density

2 470 N/mm

90~120 HB

40%
 

Pressure resistance strength

 
Coefficient of heat conduction

 
Hardness

 
Elongation

Linear expansion coefficient

 
Alloy material

3 8.9 g/cm

 60 W/m.K

-6 18.5x10 /K

CuSn8P

viiplus


